GREAT STUFF PRO™
USER SAFETY
INFORMATION
Description

GREAT STUFF PRO™ Insulating Foam Sealant is a polyurethane
foam sold in aerosol cans. Once the foam is sprayed from the can,
it immediately begins to cure and dry into a hard plastic. It sticks
permanently to most surfaces, including
skin.SOUSThe can contains a quick
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reacting hazardous chemical, isocyanate, to form the non-hazardous
plastic, and a highly flammable gas to force the product out of the can.

Instructions
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Warnings and Precautions
• Flammable vapors: shut off all pilot lights and sources
of ignition.
• Contains isocyanate: extremely sticky and difficult to
remove: Do not breathe fumes or get on skin.
• Spray contents carefully. Use in well-ventilated areas,
cover all skin and wear gloves, safety glasses or
goggles and protective clothing.
• Contents under pressure: do not puncture, incinerate
or store in areas of high heat.
• KEEP AWAY FROM CHILDREN.
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2. Shut off all sources of ignition or open flames during use, including
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pilot lights on stoves, dryers,
furnaces
and water heaters, candles,
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cigarettes and electrical
devices.
Fumes
released during application
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in low-lying areas, creating
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neighboring walls
should also be shut off. Keep the area free from all
sources of ignition until all fumes have dissipated.
3. Provide plenty of fresh air or ventilation. Open windows and
doors, and create additional airflow as necessary to disperse
flammable vapors and prevent the inhalation of fumes. If no
ventilation is available and the foam is being sprayed in a small,
confined area, wear a NIOSH approved respirator equipped
with an organic vapor sorbent and P100 particulate filter
after obtaining required health exam and respirator training.
Overexposure to isocyanate can irritate the eyes, nose, throat and
lungs. It may also result in an allergic respiratory response, such
as asthma, or decreased lung function. Overexposure may lead to
permanent sensitization to isocyanate.
FIRST AID: Move to fresh air. If breathing is difficult, give
oxygen. If breathing has stopped, give artificial respiration.
Seek medical attention.

Disposal
Disposal of full or partially used aerosol cans must be in
compliance with all federal, state/provincial and local laws and
regulations. Regulations vary in different locations. Empty cans
are not considered hazardous waste and may be disposed of as
nonhazardous household waste or recycled where available. If in
doubt, contact your local waste coordinator.

Contents
Polyurethane prepolymers, polymeric diisocyanate, isobutane,
methyl ether, and propane. See can label for additional contents.

Additional Information
Find additional information and the Product Safety Assessment for
one-component Polyurethane Foam Sealants and Adhesives at
www.dowgreatstuff.com. You may also contact The Dow Chemical
Company at 866-583-2583 (BLUE). General information
regarding the safe use of polyurethane foams can also be found at
www.spraypolyurethane.org.

4. Cover all skin, wear gloves, protective clothing and safety
glasses or goggles.
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Eye contact with wet foam may cause irritation
or injury. If the foam dries and hardens on
the eye, it becomes difficult to remove and will
be painful. FIRST AID: Flush eyes with water
for 15 minutes. Seek medical attention.
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Prolonged skin contact with wet, uncured foam may cause
irritation and may stain skin. Skin contact may cause an
allergic reaction or lead to respiratory sensitization. If wet
or uncured foam gets on skin, quickly and carefully wipe
it off using a cloth without spreading the foam around
then remove residual wet foam using acetone or fingernail
polish remover (with acetone), or a polyglycol-based skin
cleanser or corn oil may be effective. Then wash with soap
and plenty of water. Within minutes, wet foam will dry and
bond to surfaces and skin. Once the foam has dried, it
cannot be removed with any solvents or cleansers.
Cured foam that has dried onto skin or surfaces must
be mechanically removed or allowed to wear off in time.
To help remove cured foam from skin, use a pumice
stone (available at most drugstores) and warm, soapy
water. Then apply petroleum jelly or high quality hand
lotion to the affected area to accelerate the natural
sloughing and exfoliation of the skin.

In the United States
The Dow Chemical Company
Dow Building Solutions
200 Larkin Center
Midland, MI 48674

In Canada
Dow Chemical Canada ULC
Dow Building Solutions
215 – 2 Street S.W.
Suite 2400
Calgary, AB T2P 1M4

5. The contents are under pressure and should not be stored in
areas of high heat or above 120°F (49°C). Do not store cans in
hot vehicles or around heaters. Do not puncture or incinerate.
Do not store cans in moist environments where the cans
could rust or corrode.
6. Cured foam is combustible and will burn if exposed to
temperatures above 240°F (116°C). Do not apply GREAT
STUFF PRO™ foam around heaters, high heat lamps or
recessed lighting fixtures, radiators, furnaces or fireplaces
where it could contact heat conducting surfaces. Do not use
GREAT STUFF PRO™ foam inside electrical boxes or panels
(applications around the outside of the boxes are permitted).
7. Not for use in aviation, or food/beverage contact, or as
structural support in marine applications.
8. Do not use GREAT STUFF PRO™ Insulating Foam Sealants for
filling closed cavities or voids such as behind walls and under
tub surrounds. This improper use of the product could result
in the accumulation of flammable vapors and/or uncured
material. Failure to follow the warnings and instructions
provided with the product, and/or all applicable rules and
regulations, can result in injury or death.
9. Once cured, GREAT STUFF PRO™ foam forms a nonhazardous
solid and is nontoxic if ingested by pets. However, it could
block the intestines. If signs of distress are exhibited, seek
medical or veterinary care.

For Technical Information:
1-866-583-BLUE (2583) (English)
1-800-363-6210 (French)

dowgreatstuff.com
dowgreatstuff.ca
dowbuildingsolutions.com

For Sales Information:
1-800-232-2436 (English)
1-800-565-1255 (French)

NOTICE: No freedom from any patent owned by Dow or others is to be inferred. Because use conditions and applicable laws may differ from one location to another and may change with time, Customer is responsible for
determining whether products and the information in this document are appropriate for Customer’s use and for ensuring that Customer’s workplace and disposal practices are in compliance with applicable laws and other
government enactments. The product shown in this literature may not be available for sale and/or available in all geographies where Dow is represented. The claims made may not have been approved for use in all countries
or regions. Dow assumes no obligation or liability for the information in this document. References to “Dow” or the “Company” mean the Dow legal entity selling the products to Customer unless otherwise expressly noted. NO
EXPRESS WARRANTIES ARE GIVEN EXCEPT FOR ANY APPLICABLE WRITTEN WARRANTIES SPECIFICALLY PROVIDED BY DOW. ALL IMPLIED WARRANTIES INCLUDING THOSE OF MERCHANTABILITY AND FITNESS
FOR A PARTICULAR PURPOSE ARE EXPRESSLY EXCLUDED. The buyer assumes all risks as to the use of the material. Buyer’s exclusive remedy or any claim (including without limitations, negligence, strict liability, or tort)
shall be limited to the refund of the purchase price of the material. Failure to strictly adhere to any recommended procedures shall release The Dow Chemical Company, and its subsidiaries, of all liability with respect to the
materials or the use thereof. The information herein is not intended for use by non-professional designers, applicators or other persons who do not purchase or utilize this product in the normal course of their business.
Dow Polyurethane Foam Insulation and Sealants
CAUTION: When cured, these products are combustible and will burn if exposed to open flame or sparks from high-energy sources. Do not expose to temperatures above 240ºF (116ºC). For more information, consult
(Material) Safety Data Sheet ((M)SDS), call Dow at 1-866-583-BLUE (2583) or contact your local building inspector. In an emergency, call 1-989-636-4400 in the U.S. or 1-519-339-3711 in Canada. When air sealing
buildings, ensure that combustion appliances, such as furnaces, water heaters, wood burning stoves, gas stoves and gas dryers are properly vented to the outside. See website: http://www.epa.gov/iaq/homes/hipventilation.html. In Canada visit http://archive.nrc-cnrc.gc.ca/eng/ibp/irc/bsi/83-house-ventilation.html.
GREAT STUFF PRO™ Insulating Foam sealant and adhesive products contain isocyanate and a flammable blowing agent. Read all instructions and (Material) Safety Data Sheet ((M)SDS), carefully before use. Eliminate all
sources of ignition before use. Cover all skin. Wear long sleeves, gloves, and safety glasses or goggles. Not for use in aviation, or food/beverage contact, or as structural support in marine applications. Provide adequate
ventilation or wear proper respiratory protection. Contents under pressure. Not to be used for filling closed cavities or voids such as behind walls and under tub surrounds; this improper use of the product could result in the
accumulation of flammable vapors and/or uncured material. Failure to follow the warnings and instructions provided with the product, and/or all applicable rules and regulations, can result in injury or death.
GREAT STUFF PRO™ Gun Cleaner is flammable and contains acetone and propane. Read all instructions and SDS carefully before use. Eliminate all sources of ignition before use. Cover all skin. Wear gloves, and goggles
or safety glasses. Provide adequate ventilation or wear proper respiratory protection. Contents under pressure.
Building and/or construction practices unrelated to building materials could greatly affect moisture and the potential for mold formation. No material supplier including Dow can give assurance that mold will not develop in
any specific system.
®™Trademark of The Dow Chemical Company (“Dow”) or an affiliated company of Dow.
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